INSEMEX Petrosani

() CERTIFICAT DE CONFORMITATE / CERTIFICATE OF CONFORMITY
@ No. SECEEx.25.1524X

(3) Prezentul certificat este emis pentru / This certificate is issued for: : Cabluri de energie, cu izolatie din policlorura de vinil (PVC)
sau polietilena reticulari (XLPE) si manta din PVC, cu rezistentd sau rezistentd marita (-F) la propagarea flacarii, armate (sau
nearmate), ecranate sau ecranat-armate, cu conductoare de cupru sau aluminiu, tip CYY(-F); tip ACYY(-F); tip CYAb(z)Y(-F); tip
ACYAb(z)Y(-F); tip CYEY(-F); tip ACYEY(-F); tip CYEAb(z)Y(-F); tip ACYEAb(z)Y(-F); tip CYEAIAb(z)Y(-F); tip ACYEAIAb(z)Y(-F); tip
C2XEAIAb(z)Y(-F); tip AC2XEAIAb(z)Y(-F); tip C2XY(-F); tip AC2XY(-F); tip C2XCY(-F); tip AC2XCY(-F); tip C2XAb(z)Y(-F); tip
AC2XAb(2)Y(-F); tip C2XCAb(z)Y(-F); tip AC2XCAb(2)Y(-F); tip C2XEY(-F); tip AC2XEY(-F); tip C2XEAb(z)Y(-F); tip AC2XEAb(z)Y(-F),
pentru tensiuni nominale Uo/U 0,6/1 kV / Power cables with PVC insulated or cross-linked polyethylene (XLPE) and PVC sheath,
with resistance or increased resistance (-F) to flame propagation, reinforced (or non-reinforced), screened or screened-armoured,
with copper or aluminium conductors , type CYY(-F); type ACYY(-F); type CYAb(z)Y(-F); type ACYAb(z)Y(-F); type CYEY(-F); type
ACYEY(-F); type CYEAb(z)Y(-F); type ACYEADb(z)Y(-F); type CYEAIAb(z)Y(-F); type ACYEAIAb(z)Y(-F); type C2XEAIAb(z)Y(-F); type
AC2XEAIAb(z)Y(-F); type C2XY(-F); type AC2XY(-F); type C2XCY(-F); type AC2XY(-F); type C2XCY(-F); type AC2XCY(-F); type
C2XAb(2)Y(-F); type AC2XAb(z)Y(-F); type C2XCAb(z)Y(-F); type AC2XCAb(z)Y(-F); type C2XEY(-F); type AC2XEY(-F); type
C2XEAb(2z)Y(-F); type AC2XEAb(z)Y(-F), for nominal voltages Uo/U 0,6/1 kV.

(4) Solicitatorul certificarii / Applicant for certification: IPROEB SA BISTRITA, str. Drumul Cetatii nr. 19, jud. Bistrita Naséud
Producitor / Manufacturer: IPROEB SA BISTRITA, str. Drumul Cetatii nr. 19, jud. Bistrita Nas&ud

(5) Produsele specificate si eventualele lor variante acceptabile descrise in ANEXA prezentului certificat si in documentele
descriptive citate acolo, se conformeazi cu standardele relevante sau cerintele specificate privind prevenirea pericolului de
explozie / The specified products and their possible acceptable variations, described in the Annex of this certificate and in the
descriptive documentation provided there, are conforming with the relevant standards or with the specified requirements regarding
explosion hazard prevention:
° SR EN 60079-14:2024, Atmosfere explozive. Partea 14: Proiectarea instalafiilor electrice, alegerea si instalarea echipamentelor,
inclusive inspectia initiald / Explosive atmospheres - Part 14: Electrical installation design, selection and installation of equipment, including
initial inspection;
° + SR IEC 60502-1:2021, Cabluri de energie cu izolatie extrudata si accesoriile lor pentru tensiuni nominale de la 1 kV (Un=1,2 kV)
pénd la 30 kV (Un=36 kV). Partea 1: Cabluri pentru tensiuni nominale de 1 kV (Un=1,2 kV) péné la 3 kV (Un=3,6 kV) / Power cables with
extruded insulation and their accessories for rated voltages from 1 kV (Un=1,2 kV) up to 30 kV (Un=36 kV). Part 1: Cables for rated voltages
from 1 KV (Un=1,2 kV) up to 3 kV (Un=3,6 kV).
o SR HD 603 S1:2001+A1:2002+A2:2004+A3:2007; Cabluri de distributie de tensiune nominald 0,6/1 kV / Distribution cables with
nominal voltage 0.6/1 kV
o ST 9.2:2025 rev. 0 — Cabluri de energie de joasd tensiune cu izolatie din polietilend reticulard (XLPE) sau policloruré de vinil (PVC) si
manta de policlorurd de vinil (PVC) pentru tensiunea nominald Us/U=0,6/1 kV / Low voltage power cables with cross-linked polyethylene
(XLPE) or PVC insulation and PVC sheath for rated voltage Us/U=0.6/7 kV.

Rezultatele examinarii si incercarilor sunt inregistrate in Raportul de Certificare confidential nr. 24/07.10.2025 / The examination
and test results are recorded in the Confidential Certification Report: no.: 24/07.10.2025.

(6) Marcare / Marking: Cablurile se vor marca pe mantaua exterioars, pe toatd lungimea, la distante de maxim 1 m cu: simbolul cablului,
sectiunea si numarul conductoarelor, tensiunea nominald, codul specificatiei tehnice ST 9.2:2025. / The cables shall bear the following
marking on the outer sheath, on all their length, spaced at intervals of maximum 1 meter: cable symbol, cross-section and number of
conductors, nominal voltage, technical specification code ST 9.2:2025.

(7)

(7) Fabricantul produselor la care se referd prezentul certificat poarta responsabilitatea sé asigure cé produsele se conformeaza cu
specificatiile prezentate in ANEXA prezentului certificat §i c& acestea au satisficut gi incercarile specifice pentru aceasta / The
product manufacturer reffered to in this certificate bears responsibility to ensure his products are conformed to the specifications
provided in the Annex of this certificate and that they had previously passed the specific tests for certification.

(8) Prezentul certificat este valabil TREI ANI de la data emiterii (expird la data de: 07.10.2028), daca nu este suspendat sau retras
anticipat in cazul in care se constati c titularul sau produsul nu mai satisfac cerintele de certificare / This certificate Is valid for
THREE YEARS from the issuing date (it expires in 07.10.2028) if not suspended or withdrawn beforehand in case the certificate
holder or the product do not comply with the certification requirements anymore.

Prezentul certificat se acordd avand In vedere conditile generale SECEEx gi are valabilitate numai cu adresd oficiald de insotire
INSEMEX si numai in aplicatia de la adresa mentionaté. / This certificate is granted taking into consideration the general SECEEX conditions
and is valid only with official INSEMEX accompanying letter and only for the application at the stipulated adress.

Ref.comanda nr./Your order no. 66/31.03.2025 Petrogani, 07.10.2025

ER)% READ OF SECEEX,
Petragy@IAN MQEDOQVAN, Ph.D.Eng.
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CERTIFICAT DE CONFORMITATE / CERTIFICATE OF CONFORMITY

No. SECEEx.25.1524X
ANEXA 1/ ANNEX 1

{A1.1) DESCRIERE / DESCRIPTION:

Cablurite de energie tip CYY{-F); tip ACYY(-F); tip CYAb(2)Y(-F); tip ACYAb(z)Y(-F), tip CYEY(-F); tip ACYEY(-F); tip
CYEAD(z)Y(-F); tip ACYEAb(z)Y(-F); tip CYEAIAb(z}Y(-F); tip ACYEAIAL(z)Y(-F); tip C2XEAIAb(z)Y(-F); tip AC2XEAIAb(z)Y(-
F); tip C2XY{-FY; tip AC2XY(-F); fip C2XCY(-F); tip AC2XCY(-F); tip C2XAb(z)Y(-F); tip AC2ZXAb(z)Y(-F), tip C2XCAb(z)Y(-F);
tip AC2XCAb(Z)Y(-F); tip C2XEY(-F); tip AC2XEY(-F); tip C2XEAL(Z)Y(-F}, tip AC2XEAb(z)Y(-F) sunt cabluri cu izolatie din
poficlorurd de vinil (PVC) sau polietilend reticulard (XLPE) si manta din PVC, cu rezistentd sau rezistentd maritd (-F) la
propagarea fiicdrii, armate (sau nearmate), ecranate sau ecranat-armate, cu conductoare de cupru sau aluminiu, pentru
tensiuni nominale de U0/U=0,6/1 kV.
Aceste cabluri sunt destinate pentru a i utilizate in instalatii electrice fixe din zona 1/ 21 si zona 2 / 22 (grupa |l G - gaze,
vapori, celuri inflamabile / grupa Il D — prafuri combustibile), pentru transportul energiei electrice la stafii de putere, pentru
tensiunea nominald de 0,6/1 kV, precum si pentru alimentarea cu energie a instalatiior de semnalizare, centralizare, bloc
(SCB), cu respectarea conditiilor de proiectare, executie, montare st exploatare pentru instalafii efectrice Tn zone cu pericol de
explozie date de producstor si in conformitate cu cerinele din SR EN 60079-14.
Pentru fiecare dintre cablurile specificate sunt mai multe tipodimensiuni de cabluri, funclie de forma conductoarelor, numarul
de conductoare in cablu si sectiunea nominald a conductoarelor, aga cum este specificat in ST 9.2:2025, Rev. 0

{

Power cables type CYY(-F); type ACYY(-F); type CYAD{z)Y(-F); type ACYAb(Z)Y(-F); type CYEY(-F); type ACYEY(-F); lype
CYEAB(z)Y(-F), type ACYEAD{z)Y(-F}, type CYEAIAb(Z)Y(-F);, type ACYEAIAb(z)Y{-F), type C2XEAIAb(z}Y(-F) type
AC2XEAIABZ)Y(-F), type C2XY(-F); iype AC2XY(-F);, type C2XCY(-F); type AC2XCY(-F), type C2XAb(z)Y(-F}; type
AC2XAb(2)Y(-F); type C2XCAb(z)Y(-F); type AC2XCAb(z)Y(-F}, type C2XEY(-F), type AC2XEY(-F), type C2XEAb(z)Y(-F);
type AC2XEAB(2)Y(-F) are cables with PVC or cross-linked polyethylene (XLPE) insulation and PVC sheath, with resistance or
increased resistance (-F) to flame propagation, armoured {or unarmoured), screened or screened-armoured, with copper or
aluminium conductors, for nominal voltages of Ug/U=0,6/1 kV.

These cables are intended for use in fixed electricat installations in zone 1/ 21 and zone 2/ 22 (group Il G - flammable gases,
vapors, mists / group Ill D - combustible dusts), for the transmission of electrical energy to power stations, for the nominat
voltage of 0.6/1 kV, as well as for the power supply of signaling, centralization, block (SCB) installations, in compliance with the
design, execution, installation and operation conditions for electrical instaliations in areas with expiosion hazard given by the
manufacturer and in accordance with the regquirements of SR EN 60079-14.

For each of the specified cables there are several cable sizes, depending on the shape of the conductors, the number of
conductors in the cable and the nominal cross-section of the conductors, as specified in ST 8.2:2025, Rev. 0

(A.1.2) NUMERE DE RAPOARTE! REFORT NUMBERS:
Raport de Certificare confidential SECEEX nr. 24/07.10.2026 / SECEEX Confidential Certification Report no. 24/07.10.2025.

(A.2.1} DOCUMENTE DE REFERINTA / REFERENCE DOCUMENTS:

- 8T 9.2:2025 rev. 0 - Cabluri de energie de joasi tensiune cu izolatie din polietilena reticutara (XLPE) sau policloruré de vinil
(PVC} si manta de policloruré de vinit (PVC) pentru tensiunea nominald Uy/U=0,6/1 kV / Low voltage power cables with cross-
linked polyethylene (XLPE)} or PVC insulation and PVC sheath for rated voltage Us/U=0.6/1 kV,

- Declaratie de conformitate / Certificat de garantie {modef) pentru Cablurile de energie cu izofatie din policlorura de vinif (PVC)
sau polictilend reticulard (XLPE) si manta din PVC, cu rezistentd sau rezistentd marits (-F) la propagarea flacari, armate (sau
nearmate), ecranate sau ecranat-armate, cu conductoare de cupru sau aluminiu, pentru tensiuni nominale de UQ/U=0,6/1 kV,
emisa de IPROEB SA Bistrifa / Declaration of Canformity / Warranty Certificate (model) for Power cables with FVC or cross-
linked polyethylens (XLPE) insulation and PVG sheath, with resistance or increased resistance {-F) to flame propagation,
armored {or non-armored), screened or screened-armored, with copper or aluminum conductors, for nominal voltages of
Uo/U=0.6/1 kV, issued by IPROEB SA Bistrita;

- Lista cu specificatiile tehnice si standardele aplicabile pentru familia de cabluri de energie / List of technical specifications and
applicable standards for the power cable family;

. Declarafia de reprezentativitate pentru intreaga familie de cabluri nr. 150/25.09.2025, emisd de IPROEB SA Bistrita /
Declaration of representativeness for the entire cable family no. 150/26.09.2025, issusd by IPROEB SA Bistrita;

- Raport de incercare nr. 2192/31.05.2023 pentru cablul de energie tip CYADY-F 3x4 mm? emis de IPROEB SA Bistrifa / Test
report no. 2192/34.05.2023 for the energy cable type CYADY-F 3x4 mm2 issued by IPROEB SA Bistrita;

- Raport de Tncercare nr. 2094.2/22.05.2025 pentru cablul de energle tip CYY-J 12x1,5 mm? emis de IPROEB SA Bistrita / Test
report no. 2094,2/22.05.2025 for the energy cable type CYY-J 12x1.6 mm? issued by IPROEB SA Bistrifa;

- Certificat de inspectie nr. 42/26.06.2025 pentru produsul B.I.R. emis de cétre GALFINBAND SA Galati / inspection certificate
no. 42/26.06.2025 for the product B.1.R. issued by GALFINBAND SA Galati;

- Declaratie de conformitate si Certificat de garantie nr. 80345583/21.08.2025pentru granulele de PVC, emisde TERAPLAST
SA / Declaration of Conformity and Warranty Certificate No. 80345583/21.08.2025 for PVC granules, issued by TERAPLAST SA;
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CERTIFICAT DE CONFORMITATE / CERTIFICATE OF CONFORMITY

No. SECEEx.25.1524X
ANEXA 1/ ANNEX 1

(A.2.1) DOCUMENTE DE REFERINTA / REFERENCE DOCUMENTS:

- Certificat de calitate nr. 115/25 pentru cupru emis de GRAND D INZENJERING d.o.0. Bo / Quality certificate no. 115/25 for
copper issued by GRAND D INZENJERING d.o.o. Bo,

- Certificat de inspectie nr. 10000007570/17.07.2025 pentru polietilend emis de BOREALIS / Inspection Certificate No.
10000007570/17.07.2025 for polyethylene issued by BOREALIS;

- Declaratie de conformitate nr. 16981/12.09.2025 si Certificat de inspectie 3.1, emise de SC ALRO SA Slatina / Declaration of
Conformity No. 16981/12.09.2025 and Inspection Certificate 3.1, issued by SC ALRO SA Slatina;

- Certificat TUV SUD Management Service GmbH pentru sistemul de calitate conform 180 9001:2015, ar. 12 100 5780 TMS /
07.06.2025 / TUV SUD Management Service GmbH certificate for the guality system according to ISO 9001:2015, No. 12 100
5780 TMS /07.06.2025;

- Certificat de acreditare RENAR pentru laboratorul de incercare, nr. L1 049/26.09.2024 / RENAR accreditation certificate for
the testing laboratory, no. LI 049/26.09.2024;

- Certificat de omologare tehnica feroviark seria SMM nr. 014/04.06.2024 si seria SSM nr. 031/04.06.2024 / Raiiway technical
approval certificate series SMM no. 014/04.06.2024 and series SSM no. 031/04.06.2024,

- Autorizatie AFER pentru laboratorut de Tncercirt seria AL nr, 600/2019-R/25.07.2025 / AFER authorization for the testing
laboratory series AL no. 600/2019-R/25.07.2025;

(A.2.2) CONDITII SPECIALE DE FOLOSIRE SIGURA / SPECIAL CONDITIONS FOR SAFE USE:

Montarea gi exploatarea cablurilor electrice tn zone cu pericol de atmosfers explozivé generaté de gaze, vapori, cefuri, lichide
inflamabile, se va face respectand Insfructiunile de wtilizare sigurd date de producator si urmatoarele specificatii:

- Cablurile de energie trebuie marcate lizibil gi indelibil pe mantaua extericard la intervale de cca 1 m cu: simboiul cabluiui,
sectiunea si numarul conductoarelor, tensiunea nominald, codul specificatiel tehnice ST 9.2:2025;

- Utilizate la temperaturl ale mediului ambiant; - 40°C...+700C pentru cablurile cu izolatia din PVC si -40°C...+ 900C pentru
cablurile cu izolatia din XLPE (la montaj temperatura mediului ambiant trebuie s& fie mai mare de + 5°C pentru cablurile cu izolatie
din PVC sl mai mare de -5°C pentru cablurile cu izolatie din polietilena reticulard),

- Temperatura conductorutui fn scuricircuit: 160°C/5 sec (s < 300 mm2) i 140°C/5 sec (s > 300 mm2) pentru cablurile cu
izolatle din PVC, respectiv 250°C/5 sec pentru cablurile cu izolatie din polietitena reficulard;

- Razele de curbura minim admise la pozare sunt:

- minim 15 x diametrul exterior al cablului la cablurile monofilare;
- minim 12 x diametrul exterior al cablului la cablurile multifilare,

- Utilizate numai in medii fara agenti chimici corozivi {ca de exempiu acetona, ciclohexanona etc.), sau in zene unde nu pot
apare scurgeri de lichide cu temperaturi ridicate sau solventi, care pot afecta mantaua cablurilor;

- Imbinarea cablurilor electrice in ariite periculoase Ex se poate executa numai in zond 2. Se recomand# ca imbinarea cablurilar
electrice in arii periculoase Ex s3 fie evitatd pe cét posibil. Dac8 acest Jucu este posibil, joncfiunea cablurilor trebuie s
indeplineasca urmétoarele conditii:

» s34 fie fhcute Tnir-o capsulare cu tip de protectie adecvat zonei clasificate;
« s& fie corespunzitoare din punct de vedere electric si mecanic;
+ g3 fie umplutd cu un compound, o résind epoxidicé sau acoperitd cu un material termoretractabil, conform instructiunilor
date de producétor.
f

Mounting and exploitation of efectrical cables in potentially explosive atmospheres generated by gases, vapors, mists, flammable
liquids, will be following the instructions for safe use given by the manufacturer and following specifications:

- Power cables must be legibly and indelibly marked on the outer sheath at intervals of approximately 1 m with: cable symbol,
cross-section and number of conductors, nominal voltage, technical specification code ST 9.2:2025;

- Used at ambient temperatures; -40°C.. +70°C for cables with PVC insulation and -40°C...+90°C for cables with XLPE insulation
(during Instaliation the ambient temperature must be higher thar + 5°C for cables with PVC insulation and higher than -5°C for
cables with cross-linked polyethytene insulation);

- Conductor temperature in short circuit: 160°C/5 sec (s = 300 mm?) and 140°C/5 sec (s > 300 mm?) for cables with PVC
insulation, respectively 250° C/5 sec for cables with cross-inked polyethylene insulation;

- The minimum permissible bending radii during installation are:

- minimum 15 x the outer diameter of the cable for single-core cables;
- minimum 12 x the outer diameter of the cable for multi-core cables,

- Used only in environments without corrosive chemical agents (such as acetone, cyclohexanone, etc.), or in areas where there

can be no leakage of high-temperature liquids or solvents, which can damage the cable sheath.
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CERTIFICAT DE CONFORMITATE / CERTIFICATE OF CONFORMITY

No. SECEEx.25.1524X
ANEXA 1/ ANNEX 1

(A.2.2) CONDITII SPECIALE DE FOLOSIRE SIGURA / SPECIAL CONDITIONS FOR SAFE USE:

- Jointing of electrical cables in Ex hazardous areas may only be carried out in zone 2. It is recommended that jointing of
electrical cables in Ex hazardous areas be avoided as much as possible. If this is possible, the cable junction must meet the
following conditions:

+  be made in an enclosure with a type of protection appropriate to the classified area,

*  be electrically and mechanically suitable;

+  be filled with a compound, an epoxy resin or covered with a heat-shrinkable material, according to the manufacturer's
instructions.

NOTE / REMARKS:
1) Cablurile livrate trebuie insofite de Declaratia de conformitate conform legislatiei in vigoare aplicabilg.
2) Producétorul este obligat s& anunte neintérziat organismul de certificare despre orice deficiente care-i sunt aduse la
cunosgtin{é cu privire la performantele tehnico-constructive sau de protectie in anumite conditii de utilizare.
3) Prezentul certificat este valabil numai impreund cu NOTIFICAREA sistemului de calitate la producdtor, privind asigurarea
calitatii produsului.

/
1) The cables shall be accompanied by a Declaration of Conformity according to the applicable legislation in force.
2) The manufacturer has the responsibility of informing the certification body as soon as he finds out/is informed about any
faults regarding technical-constructive performances or protective performances in certain operating conditions.

3) This certificate is valid only together with the Quality System NOTIFICATION of the manufacturer, regarding product
quality assurance.

Ref.comanda nr./Your order no. 66/31.03.2025 Petrosani, 07.10.2025
Dosar SECEEx nr./SECEEX file no.: 81/03.04.2025; 125/28.05.2025

GRUP TEHNIC DE LUCRU / TECHNICAL WORKGROUP

Catalin Mihai POPA, Ph.D.Eng. : /)\
i
Florin Adrian PAUN, Ph.D.Eng. \\‘n//
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NOTIFICARE
PRIVIND ASIGURAREA CALITATII /
NOTIFICATION
WITH RESPECT TO THE QUALITY ASSURANCE

Echipamente sau sisteme protectoare sau componente destinate folosirii in atmosfere potential
explozive conform SR EN ISOAEC 80079-34:2020, SR EN 60079-14:2014/AC:2016
f
Protective equipment or systems designed fo be used in potentially explosive atmospheres in
compliance with SR EN ISONEC 80079-34:2020, SR EN 60079-14:2014/AC:2016

Numarul notificarii / Number of notification: SECEEx.(1.25(01)15.0081

Activitafi de proiectare, dezvoitare s produclie de cabluri electrice pentru grupa 1/
Design, development and manufacturing activities of electrical cables for Group If

Grupa(ele) de produse :
Cabluri electrice de energie peniru grupa il /
Electrical power cables for Group If

Solicitator / Applicant; SC IPROEB SA BISTRITA, str. Drumul Cetatii, nr. 19, jud. Bistrita Nasaud
Producétor / Manufacturer. SC IPROEB SA BISTRITA, str. Drumul Cetdtii, nr. 19, jud. Bistrita Nasaud
INSEMEX - SECEEX, notificd pentru solicitator ¢& opereaza un sistem de calitate conform cu cerintele SR EN

ISO/IEC 80079-34 / INSEMEX-SECEEX notifies for the applicant that it uses a qualily system in accordance {o
SR EN ISO/IEC 80079-34.

Prezenta notificare se bazeazd pe Chestionarul de evaluare nr. 1/2025. / This notification is based on the
Assessment Questionnaire no. 1/2025.

Notificarea poate fi retrasa daci titularul nu mai safisface cetintele SR EN ISO/IEC 80079-34 / The notification
may be withdraw whether the owner does not meet any longer the requirements of SR EN ISO/IEC 80079-34.

Constituie parte a prezentei notificiri, rezultatele reevaludrii periodice a sistemului de calitate. / The resuits of
the periodical re-assessments of the quality system are part of this notification.

institutul Naticnal de Cercetare Dezvoltare
pentru Securitate Minierd i Proteciie Antiexploziva
Str.Gen.V.Milea nr.32-34 Pefrogani 332047 Romaénia

Tel.(++4)0254541621,22, 542233;Fax.(++4) 0254546277
E-mall : inssmex@insemex.ro.




INSEMEX Petrosani

NOTIFICARE
PRIVIND ASIGURAREA CALITATII /
NOTIFICATION
WITH RESPECT TO THE QUALITY ASSURANCE

Numdérul notificirii / Number of notification: SECEEx.Q.25(01)15.0081

Data notificarii initiale / Date of first notification: 2015
Data notificarii curente / Date of current notification: 2025

9 Prezenta notificare este valabild pana la 07.10.2028 cu evaluare periodicé anuald in schema SECEEX,
si poate fi retrasd dacd titularul nu mai satisface reevaluarea privind asigurarea calitétii. / This
notification is valid until 07.10.2028 with an annual assessment in SECEEx scheme and it may be
withdrawn whether the owner does not meet any longer the requirements of the re-assessments of the
quality system.

10 Prezenta notificare poate fi reprodusd numai in totalitatea sa si fara nici o modificare, inclusiv anexa. /
This notification shall be reproduced only in totality with no change including the annex.

Aceastd notificare este acordatd avand in vedere condifile generale INSEMEX-OEC. / This
notification is awarded considering INSEMEX-OEC general conditions.

Dosar SECEEx Nr./ SECEEXx File No. 81/ 03.04.2025 Petrosani, 07.10.2025

2/4

Institutul National de Cercetare Dezvoltare
pentru Securitate Minierd si Protectie Antiexploziva
Str.Gen.V.Milea nr.32-34 Petrosani 332047 Roménia

Tel.(++4)0254541621,22, 542233;Fax.(++4) 0254546277
E-mail ; insemex@insemex.ro.




NOTIFICARE
PRIVIND ASIGURAREA CALITATII /
NOTIFICATION
WITH RESPECT TO THE QUALITY ASSURANCE

Numirul notificarit / Notification number: SECEEx.Q.25(01)15.0081
ANEXA [ ANNEX

Reprezentantii solicitatorului / Applicant's representatives:

Responsabilul activitétii / Responsabilul calitétii /
Person in charge with activity Person in charge with quality

DIRECTOR GENERAL / MANAGER CALITATE /
GENERAL MANAGER QUALITY MANAGER
MIHAI MARIN TIMAR ALINA

Tipuri de echipamente pentru care a fost evaluat titularut /
Types of equipment for which the owner has been assessed
Tipuri generice / General types:
Cabiuri electrice de energie pentru grupa 1 / Electrical power cables for Group li

Lista tipurilor de cabluri electrice / Types of electric cables:

1. Cabluri de energie, cu izofatie din policiorurd de vinil (PVC) sau poligtilend reticulard (XLPE) si manta din PVC, cu rezistents
saul rezistentd méritd (-F) la propagarea fifcarii, armate (sau nearmate), ecranale sau ecranat-armate, cu conductoare de cupru
sau aluminiu, tip CYY(-F); tin ACYY{(-F); tip CYAb(z)Y(-F); tip ACYAb(z}Y(-F); tip CYEY{(-F); tip ACYEY(-F}; tip CYEAD(Z}Y(-F);

tip ACYEAb{z} Y{-F); tip CYEAIAD(Z) Y(-F); tip ACYEAIAb(z) Y(-F}; tin CZXEAIAb(z)Y(-F); tip ACZXEAIAD(2)Y(-F); tip CZXY(-F); tip
AC2ZXY(-F}; tip C2XCY(-F); tip ACZXCY(-F); tip C2XAb(z) Y(-F); tip AC2XAb(z)Y(-F); tip C2XCAb(Z}Y(-F); tip AC2XCAb(zZ}Y(-F);
tip C2XEY(-F); tip ACZXEY(-F); tip C2ZXEAb(z)Y(-F); tip ACZXEAb{z)Y(-F), pentru tensiuni nominale Us/U 0,6/1 kV / Power
cables with PVC insulated or cross-linked polysthylene (XLPE) and PVC sheath, with resistance or increased resistance {-F) fo
flame propagation, reinforced {or non-reinforced), screened or screened-armoured, with copper or aluminium conductors , type

CYY(-F); lype ACYY(-F}); tvpe CYAD(Z)Y(-F); type ACYAB(Z)Y(-F); type CYEY(-F}), type ACYEY(-F); type CYEAD(z}Y(-F); lype

ACYEAD(z) Y(-F}; type CYEAIAD(z) Y{-F); type ACYEAIAD(Z)Y(-F); type C2XEAIAb(zZ)Y(-F); type AC2ZXEAIAB(Z)Y(-F); type
C2XY(-F); type ACZXY{-F); lypo C2XCY(-F}; type ACZXY(-F), type C2ZXCY(-F}; type AC2XCY(-F}; type C2XAb(z)Y(-F); type
ACZXAb(Z)Y(-F); lype CZXCAb(Z)Y(-F); type AC2XCAb(z)Y(-F); type C2XEY(-F); type AC2XEY(-F); type C2XEAb(z}Y(-F), type
AC2XEAb(Z)Y(-F), for nominal voltages Up/U 0,6/1 kV

- Certificat de conformitate nr. SECEEx.25.1524X / Certificate of conformify no. SECEEx.25.1524X

Numérul anexei / Number of annex 1/1
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NOTIFICARE
PRIVIND ASIGURAREA CALITATII / NOTIFICATION
WITH RESPECT TO THE QUALITY ASSURANCE

Numérul notificarii / Notification number: SECEEx.Q.25(01)15.0081

ANEXA | ANNEX

in cazul in care sunt cuprinse in activitate alte tipuri de cabluri electrice, fiecare tip suplimentar trebuie certificat
de fabricant, prin documentatia tehnica de certificare cuprinsé in certificatul sau certificatul aditional INSEMEX-
SECEEX privind cablurile aditionate, si trebuie cerutd amendarea prezentei notificari in acest scop. Prezenta
beneficiarul certificatului implicat. /

When the activity includes other types of electric cables, each additional type shall be certified by the manufacturer by
a technical documentation for certification included in his certificate or additional certificate delivered by INSEMEX-
SECEEXx with respect with the additional cables and the endorsement of this notification shall be required with this end
purpose. This notification shall not be used without the above mentioned document identification and the written
agreement with the beneficiary of the involved certificate.

Specificatii aditionale pentru supraveghere /
Additional specifications for monitoring:

Specificatiile aditionale prevazute in fiecare caz de certificare, privind securitatea la explozie
si cerintele suplimentare pentru protectia la explozie care rezultd pentru supravegherea in schema SECEEX
cu reevaluare anuala si reciclare la trei ani.

Prezenta notificare nu poate fi folosita fara specificatiile aditionale mentionate. /

Additional specifications stipulated for each situation of certification with respect to the safety
to explosion and the additional requirements for the protection to explosion
that result for the operation of monitoring in SECEEx scheme
with and annual re-assessment and a recycling every three years.
This notification can not be used without the mentioned additional specifications.

Grup tehnic de lucru / Working technical group:

Dr. ing. Mihai POPA j—Z/\
()

Dr. ing. Florin PAUN
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